


STANDARD SPECIFICATIONS
	GENERAL
	TRANSMITTER

	FREQUENCY RANGE
	135-175Mhz
	POWER OUTPUT
	2.5W @ 7.2V   4.5W @ 9.6V

	NUNBER OF CHANNELS
	16 Channels
	MODULATION
	F3E Direct FM

	BAND SPREAD
	10Mhz Max.
	DEVIATION
	( 5Khz Max.

	CHANNEL SPACING
	12.5Khz or 25Khz
	SPURIOUS
	60dB below carrier

	POWER SUPPLY
	DC 7.2V & 9.6V
	FM HUM & NOISE
	40dB @ 25Khz / 35dB @ 12.5Khz

	CURRENT CONSUMPTION
	AF RESPONSE
	Pre-emphasis +1/-3 6dB / Oct

	RX SAVER
	Off = 20mA / On = 44mA
	AF DISTROTION
	Less than 5% @ 60% deviation

	RX FULL VOL.                        
	210 mA
	MICROPHONE IMP
	2K( Condenser

	TX @ 7.2V
	Lo 0.3W = 300mA
	RECEIVER

	
	Hi 2.5W = 750mA
	CIRCUIT TYPE  
	Double Super-heterodyne

	TX @ 9.6V
	Lo 0.3W = 300mA
	SENSITIVITY                    
	0.25(V 12dB SINAD

	
	Hi 4W = 960mA
	THRESHOLD SQL
	0.20(V

	AMBIENT TEMP. RANGE
	-30 (C to +60 (C
	ADJACENT CHANNEL
	65dB

	FREQUENCY STABILITY
	5ppm
	INTERMODULATION

	65dB

	RF O/P IMPEDANCE
	50 Ohms
	IMAGE REJECTION
	65dB

	AF O/P IMPEDANCE
	4  Ohms
	AF RESPONSE
	+3/-8 dB from 6 dB/Oct

	DIMENSIONS
	110H x 56W x 36D mm
	AF OUTPUT
	0.5W @ 4( , 10% THD

	WEIGHT
	270 gm
	HUM & NOISE
	45dB














